The government of Malaysia has recently decided to explore the feasibility of wind energy to generate electricity in the country. Their ambition is to achieve a measureable target in the percentage contribution of electricity generated by renewable energy technology in the national electricity generation mix. As part of this initiative, a study of wind energy policy has been conducted by identifying the optimal feed-in tariff (FiT) rates to support the development of wind energy in the country. The aim of this paper is to calculate the optimal level of tariff that is suitable with local wind conditions. A closed-form equation for optimal feed-in tariff rate of wind energy with consideration of the availability of capital allowance has been developed. The focus is on small-and utility-scale wind turbine installations. As a result, by considering the availability of capital allowance, the optimal FiT rates for small-scale wind turbines in Malaysia are between 0.9245-1.1313 RM/kWh, while utility-scale rates are between 0.7396 and 0.9050 RM/kWh. The level of FiT is changed with the changing value of economic parameters. Kudat, in northern Borneo, has been identified as a prime site for wind energy development in the country; however, more work needs to be conducted, including the development of a regional wind map and measurement of wind data at more new potential sites.
Introduction
The demand for electricity in Malaysia is growing parallel with the Gross Domestic Product (GDP). This demand received a welcome boost from the roll-out of projects under the ongoing Five-Year Malaysia Plans and the Economic Transformation Programme (ETP). The generation of electricity has shown an increase of 3.7% in 2012 as compared to 3.1% in 2011 [1] . This growth has been driven by strong demands from commercial and domestic sectors. For the period until 2020, the average projected demand for electricity is expected to rise by 3.1%. Based on this forecast, the country is going to need even more energy as it strives to move towards a high-income economy. An estimated 10.8 GW of new generation capacity will be needed by 2020 given that 7.7 GW of the existing capacity is due for retirement. By 2020, the total installed capacity will see an increase of 16% over the total installed capacity in 2012. Of this new capacity, gas and coal will continue to feature strongly in Malaysia's several studies [9] [10] [11] . The strong limitation of NPV as presented by [12] is the need for estimation of discounting rates. The uncertainty in the discounting rate estimation would affect the NPV cash flow. Therefore, the value of the discounting rate should be properly estimated. In spite of that, NPV would consider the time value of money and allows the computation of project value with different risk profiles [12] .
In the current scenario, the tariff rates distinguish between the small-scale wind turbine (≤100 kW rated power) and utility-scale wind turbine (>100 kW rated power) [13] , as the influences of economies of scale are considered. Nevertheless, one framework for both scales of wind turbines would be developed. Here, the difference between small and utility wind turbines is only in the initial capital cost per kW, thus the value of initial capital cost (CAPEX) in the equation can simply be adjusted without affecting the validity of the equation.
For the current study, the computation of FiT rates is comprised of four steps. First, CAPEX, annual operation and maintenance costs (OPEX), and the wind turbine (WT) component replacement costs were identified. The WT component replacement costs are costs associated with the replacement of any system component such as inverters, controllers or other electrical parts. The component should be replaced due to reduction of performance or failure to function. The replacement cost is assumed only once along the wind turbine lifetime.
Second, the debt calculation was considered in the investment cash flow. Third, the annual income generated by the electricity of wind turbines that transmitted to the grid were evaluated. Finally, the effects of capital allowance to the level of FiT were accounted.
The components of NPV that are utilized in the determination of FiT rates are divided into two: the cash inflow and outflow, as shown in Table 1 . The derivation followed the simplified net present value [14] with small modification by considering the specific parameter assumption for Malaysia. The similar derivations were presented by [15, 16] . Table 1 . The cash inflow and cash outflow components of a cost-based tariff model for onshore wind energy generation in Malaysia.
Components

Parameters Equations
Cash inflow
The after-tax income from the produced energy FP R C F H(1 − τ) 
Cash outflow
The share of equity from CAPEX θR
The debt repayment
The starting point to determine the optimal FiT rate in this case is to identify all costs involved in the cash outflow. Firstly, the initial capital cost (R) includes all upfront costs of the wind energy system: the cost of wind turbine modules, replacement, balance of system (BOS) and installation. Moreover, OPEX is defined annually where the annual percentage of OPEX is multiplied with the CAPEX. The last cost involved in the cash outflow is the WT components replacement cost, where the estimated percentage of cost of WT components is multiplied with the CAPEX. Certain WT components are assumed to have to be replaced after 10 years, half of a wind turbine's projected lifetime. Therefore, the WT components replacement cost in 10 years would be discounted to its present value.
Following these steps, the annual cash outflows from the debt repayment and the debt interest were established. The value of the debt is given by the share of debt in the investment (1 − θ) multiplied with the initial capital cost (R). The debt maturity, in years, is given by M. Hence, assuming an equal amount is repaid every year, the annual repayment is: R(1 − θ) (1/M) . For the debt interest, the debt share that is still outstanding in that year is multiplied with the interest rate (r) and corporate tax rate (τ).
In Malaysia, the tax savings can be added to the cash inflow by considering the capital allowance (CA), which is a benefit for corporate feed-in approval holders (FiAH) as mentioned in schedule 3 of the Income Tax Act 1967 [17] . Under CA, the renewable energy system is categorized as plant and machinery and it is qualified for depreciation over the period of six years. The CA in Malaysia comprises the following types of provisions: (i) initial allowance (IA-for the first year allowance); (ii) annual allowance (AA-for subsequent years until the full amount is utilized); and (iii) balancing allowance. The CA percentage of initial allowance is fixed at 20%, the annual allowance is 14% for five years, and the balancing allowance is 10%. The annual tax saving is computed by the CAPEX multiplied with CA percentage and the corporate tax rate.
In addition, the annual income coming from the tariff remuneration for selling electricity to the grid, must be considered. It is computed by the multiplication of FiT rates, wind turbine rated power, capacity factor, and hours in a year (8760 hours/year): F(P R )(C F )(H). Here, the output of a wind turbine is assumed to degrade annually as mentioned by [18] , therefore the degradation rates, γ would be included in the income equation. In addition, it is desirable for a FiT policy framework to include a degression rate, ∂. The inclusion of degression rate in the closed-form equation of FiT rate determination would derive the optimal FiT rate. Both wind turbine degradation and FiT rate degression would occur starting in the second year of operation.
The cash inflow components include the income from energy produced and the capital allowance. Consequently, the components of cash inflow can be presented as the following:
The components of cash outflow include the share equity of total cost, discounted operation and maintenance cost, debt repayment, and the WT component replacement cost. The components of cash outflow can be presented as the following:
Therefore, the NPV for the project over Renewable Energy Power Purchase Agreement (REPPA) periods can be calculated as the following:
where, N is the REPPA periods; P R is the rated power of wind turbine; F is the FiT rate; C F is the capacity factors; H is the hourly loads per year; τ is the corporate tax; i is the discounting rate; ∂ is the cost degression; γ is the degradation of AEP; R is the CAPEX; θ is the percentage for the share of equity; (1 − θ) is the percentage for the share of debt; M is the loan maturity periods; r is the interest If the NPV for a project is positive, this means that the investment is economically viable. Therefore, if we set the NPV to zero and solve F, we can obtain the baseline FiT, the breakeven point for the project in which they get the rate of return in the project.
Parameter Assumptions for Malaysia
The FiT rate calculations for Malaysia are based on the following given information: (i) previous academic research and case study reports on the economics of wind energy; (ii) the national law documentations; and (iii) a series of communications conducted with industry experts at the Renewable Energy Workshop in Year 2015 in Selangor, Malaysia, and the Asia-Pacific Economic Cooperation (APEC) Seminar for Best Practices on Wind Energy in Year 2016 in Hanoi, Vietnam.
The uncertainty of estimated parameter values was minimized by careful justification and computation. In the following Section 4.1, the sensitivity analyses were carried out to define the effect of different uncertain input parameters to the value of optimal tariff rates.
The Investment Cost
The investment cost is the total cost of a wind project, which includes the wind turbine system, installation, and maintenance cost. The turbine has the highest percentage of initial capital cost for the onshore wind project, which is around 71% of the total cost [19] . The remaining cost is used for construction-related costs, which are only 29% of the total cost as there is no additional cost for the foundation of wind turbine tower [19] . Most of the onshore wind energy projects have been located near grid transmission lines, and hence have less costs for new transmission line installation.
In this regard, the Renewable Energy Policy Network for the 21st Century (REN21) released their 2016 annual report about the investment cost for Asian countries, and the reported costs are between 956 and 2784 USD/kW with the average of 1280 USD/kW [20] . The investment cost depends on the maturity of technology and market in the country. In a case involving a country that intended to develop its first wind energy project, the maximum amount of initial investment cost should be presumed, to reduce faulty assumption. The best approach in assuming the cost of wind turbines is by observing the success of the neighboring countries. Thailand and Vietnam are well-known for their wind energy development in Southeast Asia. The investment cost of wind energy projects for both countries, and the amount of initial investment cost, has ranged from 1000 to 3500 USD/kW [21] [22] [23] [24] . Thus, the estimated initial capital cost of a wind turbine in Malaysia should be in the mentioned range.
The cost of a wind turbine is also influenced by economies of scale, where the costs are reduced due to technology learning. Over time, the increased turbine sizes have been followed by economies of scale in project size and manufacturing [25] . Specifically, the innovations in design, materials, processes, and logistics have helped to drive down the system and components' costs while facilitating turbine up-scaling. In other words, the cost in RM/kW for a small-scale wind turbine (below than or equal to 100 kW) is always higher compared to the utility-scale wind turbine (more than 100 kW capacity). Usually, the price per kilowatt for the utility-scale is around 25% cheaper than the small-scale wind turbine [13, 26] .
Malaysia has not yet developed any commercial wind park; therefore, there are no official data of investment costs reported in any form of publication. One of the criteria in cost assumption is to use Energies 2017, 10, 1114 6 of 16 the cost data from the invoices by the manufacturers as a reference. Therefore, the assumed CAPEX of a small-scale wind turbine for Malaysia is 12,500 RM/kW, while the utility-size wind turbine is 10,000 RM/kW. The estimated CAPEX is confirmed with the reported data of CAPEX in Asia [20] , and the neighboring countries. The estimated CAPEX is also in line with the estimation by [27] after summing the turbine-generator price, freight cost, balance of plant and installation costs and annual overhead costs except maintenance cost. The annual operational and maintenance cost for OPEX is estimated as 2% per year.
Degression Rate
The degression is related to the annual reduction of wind turbine capital cost. Degression should be included in the FiT rate determination model as the rates should be timely adjusted in accordance with the technology advancements. Degression has been adopted by many countries that have implemented the FiT policy, including Malaysia [6] .
In order to estimate degression rates, the history and recent trend of declining costs should be taken into consideration. The initial capital cost of wind energy projects would usually decline annually. The average annual degression in the United Kingdom is lower than the previous years, where the values are between 0.5% and 1.5% [28] . The report by [28] is supported by a report by [29] on the projection that by the year 2030, the cost reductions will be around 1% per year. However, Germany has an early reduction that is below 1% and the degression percentage of onshore wind energy is 0.4%. However, the facility for renewable energy is not matured in Malaysia; therefore, in this regard, 1% is a safer assumption for wind energy in the country
Baseline Capacity Factor
The other main criteria that has to be taken into consideration in the FiT rate determination is the baseline capacity factor (CF). The baseline capacity factor is the minimum capacity factor that should be produced by a wind turbine or a wind park to be eligible for the FiT program. The capacity factor is directly affected by the efficiency of the wind turbine and the quality of wind speed at the site. It was discovered that not all sites are feasible for wind energy production in Malaysia, as it is largely situated in a low-wind-speed region. Thus, a minimum capacity factor should be stated to ensure the approval for the FiT program. Any project with the capacity factor below the CF baseline will be rejected and deemed not feasible for the FiT program. If a low CF project is accepted, there will be losses, as the given FiT rates will not allow the cash flow to achieve or exceed the breakeven threshold during the REPPA period.
Many countries have implemented the minimum capacity factor, including Iran with the minimum CF set at 20% [30, 31] , Pakistan at 31% [32] , and Russia at 27% [33] . In Maharashtra, India, they adopted the minimum wind power density, in which the tariff is only eligible to projects on a site with at least 200 W/m 2 [34] .
In order to determine the baseline capacity factor for the wind energy in Malaysia, the researchers and FiAHs agreed that the best minimum capacity factor is 20%, as it would give a good return to the investment on wind energy. In other areas' experiences, for example, an effective capacity factor in Massachusetts as discovered by [35] is between 20% and 30%. Spellman and Stoudt (2013) also confirmed that the capacity factor for the success of wind park operations is in the range from 20% to 35% [36] . The capacity factor of wind turbines can be compared with factors that are more than 50% for fossil-fuel power plants and over 60% for new gas turbines.
The Parameters of Debt Repayment
It is common practice for the investor to apply the loan from a finance agency to cover the higher initial capital cost of a wind energy project. Project developers would obtain the capital for the initial cost through the combination of debt (a loan) and equity investment (ownership). Usually, the bank will not give the full 100% loan, and may only loan 80%, as similar for the average share of equity for countries such as Denmark, Germany, The Netherlands, Spain, Sweden, Switzerland, and United States [37] . In Malaysia, the value of debt interest could be up to 18% without collateral or 12% with collateral as stated in the Moneylenders Act 1951 [38] . However, the minister has the power to decide the acceptable bank interest rate where the interest is less than 6%. For renewable energy in Malaysia, the value of risk-free rate or debt interest is 5% [39] . The debt is assumed to be discrete from the other loans that a power producer may have.
The Discount Rate
The discount rate is used in a discounted cash flow analysis to compute the net present value. In order to compute the levelized cost of energy for wind energy, REN21 gave a 7.5% discount rate for Organization for Economic Cooperation and Development (OECD) countries, and China and the rest of the world are only given 10% [20] . The OECD is a unique forum where the governments of 35 countries work together to promote economic growth, prosperity, and sustainable development [40] . Malaysia is a non-OECD country; thus, 10% is the discount rate for the Levelized cost of energy (LCOE) calculation. However, the value of 10% does not consider the effect of debt. This study has estimated the discount rate using the weighted average cost of capital (WACC) method. The WACC is a blend of the cost of equity and the after-tax cost of debt. The WACC equation is as follows:
where, θ is the percentage for the share of equity, (1 − θ) is the percentage for the share of debt, c e is the cost of equity, c d is the cost of debt, and τ is the corporate tax. The cost of equity, c e is the minimum rate that a company desires to earn when investing in any project. It is also referred to as the company's required rate of return or target rate. The average for wind energy is around 10% to 12%. The value of 10% is used in the estimated unleveraged discounting rates that are utilized for the LCOE calculation in the recent RE report [20] .
The pre-tax cost of debt, c d , is the sum of the risk-free rate, r, and the default spread, r s ; where, c d = r + r s . The value of risk-free rate is 5% [39] , while the default spread for Malaysia is 1.35% [41] . Thus, the value of pre-tax cost of debt is 6.35%. The WACC for 20% of share of equity is 5.81%. Therefore, the final assumptions for the economic parameter values that are used to calculate the baseline FiT rates for wind energy in Malaysia are presented in Table 2 . 
Results and Discussion
The derived model can be applied to determine the optimal tariff for wind energy at other country locations. However, the specific local law (such as the type of depreciation for tax savings) should be considered during the utilization of the model. The derived tax saving equation can be eliminated from the closed-form equation or replaced with the particular country's type of tax saving equation. The straight-line depreciation method has been widely used by many studies including [16] , and can be included in the model. For the straight-line depreciation, the annual value of the depreciation is computed by CAPEX divided by the REPPA period and, multiplied by the corporate tax rate.
Sensitivity Analysis
The baseline FiT rates are actually the levelized cost of energy, which represents the sum of all the costs over the lifetime for a given wind project. Then, it is discounted to the present time and levelized based on the annual energy production. Determining the baseline FiT rates requires the evaluation of several components, including cost streams that vary over the lifetime of the project. The generated baseline FiT rate is very sensitive to the value of the following parameters: (i) baseline capacity factor, (ii) the discounting rates, (iii) initial investment cost, (iv) the share of equity and debt, and (v) the capital allowances.
The Impact of Investment Cost on the Baseline FiT Rate
One of the most important factors in the FiT rates closed-form equation is the initial capital cost as it is the main contributor in the cash outflow. By referring to the base case (12,500 RM/kWh for small-scale wind turbine and 10,000 RM/kWh for utility-scale wind turbine), the sensitivity analysis was up to ±30%. The ±30% is utilized as it would generate the initial investment cost in meeting the range of investment costs reported for wind energy projects globally, in Asia, and in Malaysia's neighboring countries. Table 3 shows that the baseline FiT increases in accordance with the increment of investment cost. Thus, the baseline FiT is expected to decrease annually due to the annual degression of wind turbine cost. 
The Impact of Debt on the FiT Rates
The relative values of the debt interest rate and nominal discounting rate will affect the relationship between debt fraction and FiT rates. Figure 1 gives an example for a standard loan in this context; when the loan interest rate is lower than the nominal discounting rate (5.81%), the FiT rates would decrease with the increment of debt fraction. This happens because of the amount of debts that were discounted throughout the period of years until loan maturity. The discounted amount of debt would decrease and be summed with the non-discounted amount of equity. Then, the total amount would be less than the original amount of initial capital cost with 100% equity. relationship between debt fraction and FiT rates. Figure 1 gives an example for a standard loan in this context; when the loan interest rate is lower than the nominal discounting rate (5.81%), the FiT rates would decrease with the increment of debt fraction. This happens because of the amount of debts that were discounted throughout the period of years until loan maturity. The discounted amount of debt would decrease and be summed with the non-discounted amount of equity. Then, the total amount would be less than the original amount of initial capital cost with 100% equity. In other conditions where the loan interest rate is greater than the nominal discounting rate, the FiT rates would increase with the increment of debt fraction. This is the normal condition when the power producer has to take a loan, and the debt interest rate would increase the value of cash outflow that thus increases the FiT rates. The increment of the discounting rates would be lowering the present value of cash outflow, while the increment of loan interest rates would increase the present value of the cash outflow. The existence of both variables in the loan repayment equation is the reason for the up and down trends (see Figure 1) . The government should provide low-interest loan programs that can significantly reduce the cost of project supply to support the wind energy project in the country. This action would increase the relative competitiveness of wind energy in relation to the other energy generation technologies.
The Impact of Capacity Factor and Discounting Rates
The crucial risk that would affect any wind energy project is its eligibility in terms of energy production and economic aspect [43] . The nature of wind energy itself is intermittent, and the fact that Malaysia is located in a low-wind-speed region might worry the potential FiAH on the risk. The In other conditions where the loan interest rate is greater than the nominal discounting rate, the FiT rates would increase with the increment of debt fraction. This is the normal condition when the power producer has to take a loan, and the debt interest rate would increase the value of cash outflow that thus increases the FiT rates. The increment of the discounting rates would be lowering the present value of cash outflow, while the increment of loan interest rates would increase the present value of the cash outflow. The existence of both variables in the loan repayment equation is the reason for the up and down trends (see Figure 1) . The government should provide low-interest loan programs that can significantly reduce the cost of project supply to support the wind energy project in the country. This action would increase the relative competitiveness of wind energy in relation to the other energy generation technologies.
The crucial risk that would affect any wind energy project is its eligibility in terms of energy production and economic aspect [43] . The nature of wind energy itself is intermittent, and the fact that Malaysia is located in a low-wind-speed region might worry the potential FiAH on the risk. The proper design of policy should be able to reduce the eligibility risk. Eligibility risk refers to the risk that a particular project may be deemed as ineligible for the FiT scheme after the occurrence of significant cash outlays during the project's development [44] . In order to reduce or eliminate this risk, the government should give some time for conditional determination of eligibility before beginning the wind park construction and operation. In addition, clear policy guidelines and rules can reduce the confusion on which types of projects are eligible. Therefore, the floor capacity factor should be introduced and implemented, where 20% is the best minimum capacity factor for the renewable energy project. Figure 2 shows the sensitivity analysis for the impact of CF with the level of FiT. The FiT rates were determined based on the baseline capacity factor; thus, CF has a big impact to the level of FiT. The FiT would increase with the decreasing value of CF. So, the best baseline CF should be carefully chosen. The selection of low baseline CF will allow more project proposals to be accepted for the FiT scheme. However, it might burden the rate payer by remunerating high FiT rates to FiAH. If the baseline CF is set too high, fewer project proposals would be accepted as not many places have the potential for the development of wind energy projects. Besides that, the high baseline CF might cause the FiT to be lower and less attractive to the investors.
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(a) (b) Figure 2 . The sensitivity analysis of the discounting rates and baseline capacity factor with the value of FiT rates: (a) wind park with small scale (≤100 kW) WT; (b) wind park with utility scale (>100 kW) WT.
Economic Analysis
Case Study Site and Energy Analysis
A site in Kudat, namely Bak-bak, was selected as the case study site (see Figure 3) . The result of wind resource and energy production analysis were extracted from a recent report by [45] , which also conducted a similar study on wind energy at the same site. The center coordinates are N 6°56'46.9'', E 116°49'43.5''. Kudat is a town in Sabah that is situated in the East of Malaysia. From the West, Kudat faces the South China Sea and it faces the Sulu Sea at the east direction. As reported by numerous scholars, Kudat is a well-known region that has promising wind energy potential in Malaysia [46] [47] [48] [49] . 
Economic Analysis
Case Study Site and Energy Analysis
A site in Kudat, namely Bak-bak, was selected as the case study site (see Figure 3) . The result of wind resource and energy production analysis were extracted from a recent report by [45] , which also conducted a similar study on wind energy at the same site. The center coordinates are N 6 • 56'46.9", E 116 • 49'43.5". Kudat is a town in Sabah that is situated in the East of Malaysia. From the West, Kudat faces the South China Sea and it faces the Sulu Sea at the east direction. As reported by numerous scholars, Kudat is a well-known region that has promising wind energy potential in Malaysia [46] [47] [48] [49] . The wind speed data were collected from the measurement mast developed by Universiti Malaysia Terengganu. The anemometer, an instrument to measure the wind speed data, was mounted at four different heights above ground level (AGL): 10, 35, 50 and 70 m. Table 4 presents the mean values for wind speed and Weibull parameters. The best mean value for wind speed to develop a wind energy project is 5 m/s. In fact, Kudat recorded promising wind speed data at more than 5 m/s at 50 m height AGL and over. The wind speed data were collected from the measurement mast developed by Universiti Malaysia Terengganu. The anemometer, an instrument to measure the wind speed data, was mounted at four In a study by [45] , they analyzed ten models of wind turbines of different sizes, and determined the best wind turbine model for the site conditions in Bak-bak. They identified the optimal number of wind turbines that can be constructed on the 1 km 2 area by considering the exclusion zone, inclusion zone, wind turbine distance and wind turbine rotor diameter. As a result, they found that, the best small-scale wind turbine is a Deimos 60 kW, and for utility-scale, the Suzlon 950 kW is the best by considering turbine specifications, capacity factor and site characteristics (see Table 5 ). 
Economic Metrics Analysis
The basic metrics that are utilized in an economic analysis are as follows:
• The simple payback period; is the number of years needed to recover the total investment cost. The cash flow is ignoring the time value of money and the other parameters such as finance costs, tax and capital allowance are not included in the computation.
•
The discounted payback period; is similar to the simple payback period, and defined as the number of years needed to recover the total investment cost. However, this metric accounts for the time value of money by discounting the cash inflows of the project. The other crucial economic parameters such as financial costs, tax and capital allowance are included in the computation.
The project internal rate of return (Project IRR); is the discount rate that results in a net present value of zero for the cash flow. It includes all investment costs and revenue from energy produced. However, the debt was excluded in the cash flow.
• The equity internal rate of return (Equity IRR); is similar to Project IRR, and is a discount rate that results in a net present value of zero for cash flow. In Equity IRR, the debt share was included in the cash flow. If the project is fully funded by the debt, the Equity IRR cannot be computed.
The economic metric analysis was conducted by using the tariff rates that were differentiated by small scale and utility scale of wind turbine. For every different scale of wind turbine, two levels of tariff would be generated based on the inclusion or exclusion of capital allowance (CA) in the closed-form equation. Every economic metric would be examined by two scenarios of closed-form of cash-flow equation: (i) scenario A, inclusion of CA, and (ii) scenario B, exclusion of CA. Table 6 shows the results of economic metric analysis for optimal number of two models of wind turbines that are placed on a 1 km 2 area of a selected site. The discounted payback period would be defined by discounting the annual cash flow and considering the time value of money, while the simple payback period is not. This explains the reason why the value of discounted payback period is lower than the simple payback period. The availability of CA would increase the revenue in the early years of the period. However, when the CA is excluded in the cash flow, there is no additional revenue in the early years and it would lengthen the discounted payback period. The Equity IRR is higher compared to the Project IRR because the debt interest rate is lower than the WACC. Conceptually, the Equity IRR has to be greater than Project IRR, but it can be less than Project IRR only in cases where the interest rate is too high and debt financing does not make sense because it does not create any value to the equity holders. When the CA is excluded in the cash flow equation, the value of IRR will decrease as the revenue drops.
Conclusions
This paper introduces the closed-form equation that can be used to determine the optimal feed-in tariff (FiT) rates for wind energy based on generation cost-based approach. This paper also suggests the FiT rates calculation model and FiT rates differentiation method, as well as identifies a number of important financing issues that have to be addressed in the design and implementation of relevant policy. The determination of optimal FiT rates for the different sizes of wind turbine capacity would assist the Malaysian energy policy makers who are interested in supporting the wind energy projects. Besides that, the closed-form FiT rate determination and remuneration model equations can be applied by other countries, besides being a part of the toolbox for any renewable energy policy maker. The model considered specific parameter assumptions based on the conditions and practices in Malaysia; however, the parameters should be altered to fit local conditions and requirements before being applied in other countries. Consequently, by considering the availability of capital allowance, the optimal FiT rates for small-scale wind turbines in Malaysia are between 0.9245 and 1.1313 RM/kWh, while for utility-scale are between 0.7396 and 0.9050 RM/kWh. The level of FiT is changed with the changing value of economic parameters. The FiT rates would rise with the increment value of initial capital costs (CAPEX), operation and maintenance costs (OPEX), debt interest rates, corporate tax rates, and discounting rates. In addition, the FiT rates also increase with the decrement of baseline capacity factor and maturity period of loan.
In sum, the following criteria should be considered for the determination of FiT framework models for the implementation of onshore wind energy projects in Malaysia:
• Malaysia is situated in a low-wind-speed region, which means that only certain areas have the potential for wind energy development.
•
Higher initial cost is needed for the wind energy in Malaysia as the market is still not matured.
The wind turbines and their components should be transported from other countries, and this would increase the CAPEX value.
The model should convince the potential FiAH or power producer by including the benefit of capital allowance, as well as setting higher rates in the early years.
When the wind energy uses higher initial cost, the power developer is likely to require less equity, longer debt maturity, lower debt interest rate, and secured long-term agreement.
•
The design of remuneration should allow predictable project cash flow throughout the REPPA period. 
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